
LED IN-GROUND RECESSED  
LUMINAIRES

SPECIFICATION
l	 Stainless steel body and frame
l	 Toughened/safety glass cover,  
	 frosted (10mm thick)
l	 Suitable for low usage traffic areas
l	 Touch temperature 40oC
l	 Integral LED driver
l	 Fitted with 6000K LEDs

CIRCLEX

IP67 LED

DIMENSIONS

150 dia.

155

4

100 dia.

PHOTOMETRIC GUIDE

140

280

420

560

CANDELAS PER 1000 LUMENS

3 x 1.2W LED
D.L.O.R.  0% / U.L.O.R.  100%
Luminaire Lumen Output = 145lm

	 	 	 APPROX. 
	 LED	 CAT. No.	 kg

	 3 x 1.2W	 LED 14144L	 1.5

RANGE

CIRCUIT TYPE - L - non-dimming (LED)

LED CHARACTERISTICS

CRI 65

COLOUR TEMPERATURE 6000K

RATED LIFE (HOURS) 100K - L90/B10

PROTECTION -

DRIVER EFFICIENCY >80%

REPLACEABLE YES

POWER FACTOR >0.5

LL/CW 28.6
For LED characteristics explanation see  
www.thorlux.com/led-characteristics
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