
16 W - IK10 cover - Dimming (DALI) - Black
reflector - Recessed

Recessed LED square downlighters

IK10 cover

CRI 90 option available to special order

Supplied with remote gear unit
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https://www.thorlux.com/led-guide#lux-guard-section


Specification

Product version  IK10 cover  Mounting  Recessed 

IP rating  IP40 (IP20 above ceiling)  Impact rating  IK10

Weight  1.6 kg  Protection class  Class 2

Warranty  5 years

Lighting

Lumen output  1,940 lm  Efficacy  107.8 LL/CW

Power

LED power  16 W  Circuit power  18 W

Inrush current peak  5 A  Inrush current time  50 μs

Mains voltage  220-240 V  Mains frequency  50/60 Hz

Construction

Housing  Zinc coated steel body with
aluminium bezel 

 Finish  Full polyester powder coat

Body colour  Black (RAL 9005)  Bezel colour  White (RAL 9016) 

Optical assembly  Custom optical system combining
a reflector and optical lens for each
LED

 Reflector colour  Black reflector 

Installation

Mounting detail  Recessed  Connection  Direct fix to driver via cage clamp
terminal

LED characteristics

CRI  80+  Colour temperature  4000 K

Rated life (hours)  100 K - L80/B10  LED protection  LUX Guard

Driver efficiency  >82%  Replaceable light source  Yes

Power factor  >0.9  MacAdam ellipse  3 Step
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Compliance

UKCA  Yes  CE  Yes

Energy efficiency class  This product contains a light source
of energy efficiency class A

 Part L compliant  Yes

LED lifetimes

L70/B10  100,000 h  L80/B10  100,000 h

L90/B10  53,000 h  60 kHr value (TM-21)  L88/B10

Max luminaires per circuit breaker

B10  31  B16  50

C10  52  C16  85

Dimensions

Photometric Guide

Information is correct as of 06-Feb-2026, however must not be interpreted as a guarantee of individual product performance and/or characteristics. We reserve the right to alter specifications
and designs without prior notice.
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